LAMP & BALLAST

INDUCTION
ILRL200 • ILRL250 • ILRL300

DESCRIPTION
The ILRL round-loop induction lamp is a low frequency electrode less discharge (LFED) unit.

FEATURES
- Lamp envelope is constructed of a high-temperature silicon glass, and solid amalgam channel in a sealed unit
- Dual external inductors at fixed point surrounding envelope
- UL\C-UL listed to US and Canadian safety standards for ambient operation from -40°F to 122°F (-40°C to 50°C)

PRODUCT INFORMATION

<table>
<thead>
<tr>
<th>MODEL</th>
<th>LAMP STYLE</th>
<th>WATTS</th>
<th>VOLTAGE</th>
<th>FLUX</th>
</tr>
</thead>
<tbody>
<tr>
<td>ILRL200</td>
<td>ROUND</td>
<td>200</td>
<td>120v-277v</td>
<td>16,500Lm</td>
</tr>
<tr>
<td>ILRL250</td>
<td>ROUND</td>
<td>250</td>
<td>120v-277v</td>
<td>21,750Lm</td>
</tr>
<tr>
<td>ILRL300</td>
<td>ROUND</td>
<td>300</td>
<td>120v-277v</td>
<td>26,100Lm</td>
</tr>
</tbody>
</table>

LAMP & BALLAST

A long lifetime rating of 100,000 hours or about 23 years’ of operating hours 12 hours per 7 days per week. Electronic ballast features THD of less than 10%, constant output wattage, and fail-safe protection.

WARRANTY
Lamp & Ballast guaranteed for 5 years against manufacturing defects.